Background: With the development of smart grids, accurate electric load forecasting has become increasingly important as it can help power companies in better load scheduling and reduce excessive electricity production. However, developing and selecting accurate time series models is a challenging task as this requires training several different models for selecting the best amongst them along with substantial feature engineering to derive informative features and finding optimal time lags, a commonly used input features for time series models. Methods: Our approach uses machine learning and a long short-term memory (LSTM)-based neural network with various configurations to construct forecasting models for short to medium term aggregate load forecasting. The research solves above mentioned problems by training several linear and non-linear machine learning algorithms and picking the best as baseline, choosing best features using wrapper and embedded feature selection methods and finally using genetic algorithm (GA) to find optimal time lags and number of layers for LSTM model predictive performance optimization. Results: Using France metropolitan's electricity consumption data as a case study, obtained results show that LSTM based model has shown high accuracy then machine learning model that is optimized with hyperparameter tuning. Using the best features, optimal lags, layers and training various LSTM configurations further improved forecasting accuracy. Conclusions: A LSTM model using only optimally selected time lagged features captured all the characteristics of complex time series and showed decreased Mean Absolute Error (MAE) and Root Mean Square Error (RMSE) for medium to long range forecasting for a wider metropolitan area.
Introduction
Load forecasting enables utility providers to model and forecast power loads to preserve a balance between production and demand, to reduce production cost, to estimate realistic energy prices and to manage scheduling and future capacity planning. The primary criterion used for the classification of forecasting models is the forecasting horizon. Mocanu et al. [1] grouped electricity demand forecasting into three categories, short-term forecasts ranging between one hour and one load data [27] , the fuzzy neural [28] , wavelet neural networks [29] , fuzzy wavelet neural network [30] and self-originating map (SOM), neural network [31] , were used mainly for STLF.
Unlike the conventional ANN structures, a deep neural network (DNN) is an ANN with more than one hidden layer. The multiple computation layers structure increases the feature abstraction capability of the network, which makes them more efficient in learning complex non-linear patterns [32] . To the best of our knowledge and according to Ryu et al. [14] in 2017, only a few DNN-based load forecasting models are proposed. Recently, in 2016, Mocanu et al. [1] employed, a deep learning approach based on a restricted Boltzmann machine, for single-meter residential load forecasting. Improved performance was reported compared to shallow ANN and support vector machine. The same year (2016), Marino et al. [33] presented a novel energy load forecasting methodology using two different deep architectures namely, a standard LSTM and an LSTM with sequence to Sequence architecture that produced promising results. In 2017, Ryu et al. [14] proposed a DNN based framework for day-ahead load forecast by training DNNs in two different ways, using a pre-training restricted Boltzmann machine and using the rectified linear unit without pre-training. This model exhibited accurate and robust predictions compared to shallow neural network and others alternatives (i.e., double seasonal Holt-Winters model and the autoregressive integrated moving average model). In 2018, Rahman et al. [34] proposed two RNNs for medium to long-term electric forecast for residential and commercial buildings. A first model feeds a linear combination of vectors to the hidden MLP layer while a second model applies a shared MLP layer across each time step. The results were more accurate than using a 3-layer multi-layered perceptron model.
Seemingly closer to our current work, but technically distinct from it, Zheng et al. [35] developed a hybrid algorithm for STLF that combined similar days selection, empirical mode decomposition and LSTM neural networks. In this work, Xgboost was used to determine features importance and k-means was employed to merge similar days into one cluster. The approach substantially improved LSTM predictive accuracy.
Despite the success of machine learning models, in particular the late deep learning, to perform better than traditional time series analysis and regression approaches, there is still a crucial need for improvement to better model non-linear energy consumption patterns while targeting high accuracy and prediction stability for the medium term monthly forecasting. Definitely, we share the opinion that optimally trained deep learning model derives more accurate forecasting outputs than those obtained with a shallow structure [36] . Furthermore, we believe that the adoption of deep learning in solving load-forecasting problem needs more maturity though increasing the number of works with different forecasting configurations. These configurations include the aim and horizon of forecasting, the type or nature of inputs, the methods of determining their relevance, the selected variation of deep learning and the way of validating the derived forecasting model. For instance, using lagged features as inputs to enable deep models to see enough past values relevant for future prediction can cause overfitting if too many lags are selected. This is because deep models with lot of parameters can overfit due to increase in dimensionality. In this paper, we aim at proving that optimal LSTM-RNN will behave similarly in the context of electric load forecasting for both the short-and-medium horizon. Accordingly, our approach differs from the previous deep learning models in that:
(i) Implementing feature importance using wrapper and hybrid methods, optimal lag and number of layers selection for LSTM model using GA enabled us to prevent overfitting and resulted in more accurate and stable forecasting. (ii) We train a robust LSTM-RNN model to forecast aggregate electric load for short-and medium term horizon using a large dataset for a complete metropolitan region covering a period of nine years at a 30 min resolution (iii) We compare the LSTM-RNN model with the machine learning benchmark that is performing the best among several linear and non-linear models optimized with hyperparameter tuning. 
Background
This section provides brief backgrounds on LSTM-RNN, on benchmark machine learning models and on the forecasting evaluation metrics.
From RNN to LSTM-RNN's
A RNN is a special type of ANN that makes use of sequential information due to directed connections between units of an individual layer. They are called recurrent because they perform the same task for every element in the sequence. RNN are able to store memory since their current output is dependent on the previous computations. However, RNNs are known to go back only a few time steps due to vanishing gradient problem. Rolled and unrolled RNN configuration over the input sequence is shown in Figure 1 (adopted from ( [37] )).
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In the equations above, i t , f t and o t are the input, forget and output gates respectively. W's and b's are parameters of the LSTM unit, C t is the current cell state and C is new candidate values for cell state. There are three sigmoid functions for i t , f t and o t gates that modulates the output between 0 and 1 as given in Equations (2)-(4). The decisions for these three gates are dependent on the current input x t and the previous output h t−1 . If the gate is 0, then the signal is blocked by the gate. Forget Gate f t defines how much of the previous state h t−1 is allowed to pass. Input gate i t decides which new information from the input to update or add to the cell state. Output gate o t decides which information to output based on the cell state. These gates work in tandem to learn and store long and short-term sequence related information.
The memory cell C acts as an accumulator of the state information. Update of old cell state C t−1 into the new cell state C t is performed using Equation (6) . Calculation of new candidate values C of memory cell and output of current LSTM block h t uses hyperbolic tangent function as in Equations (5) and (7). The two states cell state and the hidden state are being transferred to the next cell for every time step. This process then continues to repeat. Weights and biases are learnt by the model by minimizing the differences between the LSTM outputs and the actual training samples.
Alternative Modeling Approaches
Data-driven approaches have addressed variety of energy prediction and load forecasting tasks and thus has attracted significant research attention [39] . Common data driven approaches for time series data includes linear regression that fits the best straight line through the training data and using ordinary least square method to estimate the parameters by minimizing the sum of the squared vertical distances. Ridge regression is another linear model that addresses the issue of multi-collinearity by penalizing the extreme values of the weight vector. These linear regression models are relatively easier to develop and interpret. K-nearest neighbor is a non-parametric model where the prediction is the average value of the k-nearest neighbors. This algorithm is intuitive, easy to implement and can give reliable results for electricity load forecasting when its parameters are properly tuned. Ensemble models like random forest and extra trees use ensemble of decision trees to predict the output and thus avoid the problem of overfitting encountered by single decision tree. These models have low sensitivity to parameter values and can produce accurate forecasts. Gradient boosting is another ensemble model that uses ensemble of weak learners in order to help increase accuracies of trees by giving more weight to wrong predictions.
Performance Metrics for Evaluation
Commonly used metrics to evaluate forecast accuracy are the coefficient of variation (CV RMSE), the root mean squared error (RMSE) and the MAE [40] . CV (RMSE) is the RMSE normalized by the mean of the measured values and quantifies typical size of the error relative to the mean of the observations. A high CV score indicates that a model has a high error range. MAE, a commonly used metric, is the mean value of the sum of absolute differences between actual and forecasted. RMSE is another commonly used metric. It penalizes the larger error terms and tends to become increasingly larger than MAE for outliers. The error measures are defined as follows:
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whereŷ is the predicted, y i is the actual and y is the average energy consumption.
Methodology
In this section, we describe the proposed methodology process for short and medium-term load forecasting LSTM-RNNs as depicted in Figure 3 . The proposed methodology process can be seen as a framework of four processing components, namely, data preparation and preprocessing component, the machine learning benchmark model construction component, LSTM-RNN training component and LSTM-RNN validation component. In the following, we present an overview of the methodology, and then we describe for each methodology components its detailed mission followed by an illustration on the Réseau de Transport d'Électricité (RTE) power consumption data set, our case study. where ŷ is the predicted, yi is the actual and is the average energy consumption.
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Methodology Process Overview
The first processing step starts by merging the electric energy consumption data with weather data and time lags. The merging is performed because weather data and time lags are known to influence power demand. Then a preprocessing of data is carried out in order to check null values and outliers, scale the data to a given range and split the time series data into train and test subsets while retaining the temporal order. This step aims at preparing and cleaning data to be ready for the further analysis.
In the second processing step of our framework, benchmark model will be selected by fitting seven different linear and non-linear machine-learning algorithms to the data and choosing the model that performs the best. Further improvement in accuracies of selected model will be achieved by performing feature engineering and hyerparameter tuning. This benchmark would then be used 
In the second processing step of our framework, benchmark model will be selected by fitting seven different linear and non-linear machine-learning algorithms to the data and choosing the model that performs the best. Further improvement in accuracies of selected model will be achieved by performing feature engineering and hyerparameter tuning. This benchmark would then be used for forecasting and its obtained performance would be compared with that of the LSTM-RNN model. In the third processing step of the process, a number of LSTM models with different model configurations like number of layers, number of neurons in each layer, training epochs, optimizer etc. will be tested. Optimal number of time lags and LSTM layers would be selected using GA. The best performing configuration will be determined empirically after several trails with different settings, and then it would be used for the final LSTM-RNN model.
Data Preparation and Pre-Processing
Time series forecasting is a special case of sequence modeling. The observed values correlate with their own past values, thus individual observations cannot be considered independent of each other. Exploratory analysis of electric load time-series can be useful to identifying trends, patterns and anomalies. We will plot electric load consumption box plot for various years, quarters and weekday indicator, which would give us a graphical display of data dispersion. Furthermore, correlation of electric consumption with time lags and weather variables will also be investigated to check for the strength of association between these variables.
Preliminary Data Analysis
Our research makes use of a RTE power consumption data set [41] , which gives us a unique opportunity to predict next half-hourly electrical consumption in MW containing nine years' data in metropolitan France. The power consumption dataset ranges from January 2008 until December 2016. The load profile from January to February 2011 as depicted in the Figure 4 follows cyclic and seasonal patterns, which can be related to human, industrial and commercial activities. for forecasting and its obtained performance would be compared with that of the LSTM-RNN model. In the third processing step of the process, a number of LSTM models with different model configurations like number of layers, number of neurons in each layer, training epochs, optimizer etc. will be tested. Optimal number of time lags and LSTM layers would be selected using GA. The best performing configuration will be determined empirically after several trails with different settings, and then it would be used for the final LSTM-RNN model.
Data Preparation and Pre-Processing
Preliminary Data Analysis
Our research makes use of a RTE power consumption data set [41] , which gives us a unique opportunity to predict next half-hourly electrical consumption in MW containing nine years' data in metropolitan for forecasting and its obtained performance would be compared with that of the LSTM-RNN model. In the third processing step of the process, a number of LSTM models with different model configurations like number of layers, number of neurons in each layer, training epochs, optimizer etc. will be tested. Optimal number of time lags and LSTM layers would be selected using GA. The best performing configuration will be determined empirically after several trails with different settings, and then it would be used for the final LSTM-RNN model.
Data Preparation and Pre-Processing
Preliminary Data Analysis
Our research makes use of a RTE power consumption data set [41] , which gives us a unique opportunity to predict next half-hourly electrical consumption in MW containing nine years' data in metropolitan Box plots of load consumptions reveal that average load is almost constant across years ( Figure  5a ) while quarterly plot shows low consumption in second and third quarter as compared to others (Figure 5b ). Power demand in France increases in first and fourth quarters due to heating load in winter months. Holidays and weekends can affect the usage of electricity, as the usage patterns are generally quite different from usual. This can be used as a potential feature to our model. Figure 6 shows the box plot of consumption for weekdays and weekend. The weekend consumption is high compared to weekdays across all years.
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Data Pre-Processing
Data preprocessing is a vital step to obtain better performance and accuracies of machine learning as well as deep learning-based models. It is about dealing with inconsistent, missing and noisy data. Our dataset comes from RTE, which is the electricity transmission system operator of France. It has measurements of electric power consumption in metropolitan France with a thirtyminute sampling rate. There are two categories of power in the dataset, namely, definitive and intermediate. Here we will only use definitive data. Weather data comprising outdoor temperature, humidity and wind speed are merged as exogenous input with the consumption data. Further data preprocessing comprised data cleansing, normalization, and structure change. As machine learning and LSTM-RNN models are sensitive to the scale of the inputs, the data are normalized in the range [0, 1] by using feature scaling.
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The data is split into train and test set while maintaining the temporal order of observations. Test data is used for evaluating accuracy of the proposed forecasting model and not used in training step. Standard practice for splitting data is performed using 80/20 or 70/30 ratios for machine learning models [42] . The last 30 percent of the dataset is withheld for validation while the model is trained on the remaining 70 percent of the data. Since our data is large enough, both training and tests sets are highly representative of the original problem of load forecasting. Stationarity of time series is a desired characteristic to use Ordinary Least Square regression models for estimation of regression relationship. Regressing non-stationary time series can lead to spurious regressions [43] . High R 2 and high residual autocorrelation can be signs of spurious regression. Dickey-Fuller test is conducted to check stationarity. The resulting p-value is less 0.05, thus we reject the null hypothesis and conclude that the time series is stationary.
Selecting the Machine Learning Benchmark Model
Benchmarking is an approach that demonstrate new methodologies abilities to run as expected and thus comparing the result to existing methods [44] . We will use linear regression, ridge, regression k-nearest neighbors, random forest, gradient boosting, ANN and extra trees Regressor as our selected machine learning models. The initial input to these models is the complete set of features comprising time lags, weather variables temperature, humidity, wind speed and schedule-related variables, month number (between 1 and 12), quarter and weekend or weekday. Use lagged versions of the variables in the regression model allows varying amounts of recent history to be brought into the forecasting model. Selected main parameters for various machine-learning techniques are shown in Table 1 . All the implemented machine-learning models utilized in this study used the mean squared error as the loss function to be minimized. All trained models are evaluated on the same test set and performance is measured in terms of our evaluation metrics. For our baseline models comparison, we will leave parameters to their default values. Optimal parameters for the best model will be chosen later. The results are shown in Table 2 . ANN models are known to overfit the data and show poor generalization when the dataset is large and training times are longer [45] . From the above results, it is seen that ANN does not perform well. This is because in order to achieve good accuracies, ANN model needs to have optimal network structure and update weights, which may require several epochs and network configurations. During training of our models, it was also noticed that ANN took the longer time as compared to other approaches, which is an indication that the model overfits and as the result shows poor test set performance.
Since the ensemble approach of Extra Trees Regressor model is giving the best results, therefore we will use this as our benchmark model. The main difference of Extra Trees Regressor with other tree based ensemble methods is randomization of both attribute and cut-point choice while splitting a tree node. Since this model performs the best amongst all other models, it is selected as our benchmark. Wrapper and embedded are model based feature selection methods that can help remove redundant features and thus obtain better performing and less overfitting model. In wrapper method, feature importance is assessed using a learning algorithm while in embedded methods the learning algorithm performs feature selection as well in which feature selection and parameter selection space are searched simultaneously. We will use regression and ensembles based methods to identify both linear and non-linear relationships among features and thus ascertain both relevant and redundant features. In the regression case, recursive feature elimination works by creating predictive models, weighting features, and pruning those with the smallest weights. In the ensemble case, the Extra Trees Regressor decides feature importance based on the decrease in average impurity computed from all decision trees in the forest without making any assumption whether our data is linearly separable or not. Both the regression and ensemble-based models emphasized time lags as the most important features in comparison to weather and schedule related variables. With respect to our data set, among the weather and schedule related features, temperature and quarter number were found to be important after time lags. Figure 8 shows the relative importance of each feature. Subsequently, the input vector to machine learning models should include time lags as features. well. This is because in order to achieve good accuracies, ANN model needs to have optimal network structure and update weights, which may require several epochs and network configurations. During training of our models, it was also noticed that ANN took the longer time as compared to other approaches, which is an indication that the model overfits and as the result shows poor test set performance.
Since the ensemble approach of Extra Trees Regressor model is giving the best results, therefore we will use this as our benchmark model. The main difference of Extra Trees Regressor with other tree based ensemble methods is randomization of both attribute and cut-point choice while splitting a tree node. Since this model performs the best amongst all other models, it is selected as our benchmark.
Improving Benchmark Performance with Feature Selection & Hyper Parameter Tuning
Wrapper and embedded are model based feature selection methods that can help remove redundant features and thus obtain better performing and less overfitting model. In wrapper method, feature importance is assessed using a learning algorithm while in embedded methods the learning algorithm performs feature selection as well in which feature selection and parameter selection space are searched simultaneously. We will use regression and ensembles based methods to identify both linear and non-linear relationships among features and thus ascertain both relevant and redundant features. In the regression case, recursive feature elimination works by creating predictive models, weighting features, and pruning those with the smallest weights. In the ensemble case, the Extra Trees Regressor decides feature importance based on the decrease in average impurity computed from all decision trees in the forest without making any assumption whether our data is linearly separable or not. Both the regression and ensemble-based models emphasized time lags as the most important features in comparison to weather and schedule related variables. With respect to our data set, among the weather and schedule related features, temperature and quarter number were found to be important after time lags. Figure 8 shows the relative importance of each feature. Subsequently, the input vector to machine learning models should include time lags as features. Various combinations of 5, 10, 20, 30 and 40 time lags were evaluated for Extra Trees Regressor model by training several models. Result showed using only 30 lagged variables as features or combination of lagged features with temperature and quarter produced similar performance for this model. This is an indication that temporal load brings information that is originally contained within the weather parameters.
Grid Search cross validation [46] is a tuning method that uses cross validation to perform an exhaustive search over specified parameter values for an estimator. This validation method is used for hyperparameters tuning of our best Extra Trees Regressor model by using a fit and score methodology to find the best parameters. After tuning the best model, Extra Trees Regressor model Various combinations of 5, 10, 20, 30 and 40 time lags were evaluated for Extra Trees Regressor model by training several models. Result showed using only 30 lagged variables as features or combination of lagged features with temperature and quarter produced similar performance for this model. This is an indication that temporal load brings information that is originally contained within the weather parameters. Grid Search cross validation [46] is a tuning method that uses cross validation to perform an exhaustive search over specified parameter values for an estimator. This validation method is used for hyperparameters tuning of our best Extra Trees Regressor model by using a fit and score methodology to find the best parameters. After tuning the best model, Extra Trees Regressor model is found to have 150 estimators with max depth of 200. Table 3 shows the performance results of the best Extra Trees Regressor obtained after tuning. 
Checking Overfitting for Machine Learning Model
With too many features, the model may fit the training set very well but fail to generalize to new examples. It is necessary to plot learning curve that shows the model performance on training and testing data over a varying number of training instances.
Mean squared errors for both the training and testing sets for our optimized Extra Tree model (i.e., after hyperparameter optimization) decrease with bigger sizes of training data and converge at similar values, which shows that our model is not overfitting, as reported in Figure 9 . Table 3 shows the performance results of the best Extra Trees Regressor obtained after tuning. 
Mean squared errors for both the training and testing sets for our optimized Extra Tree model (i.e., after hyperparameter optimization) decrease with bigger sizes of training data and converge at similar values, which shows that our model is not overfitting, as reported in Figure 9 . 
GA-Enhanced LSTM-RNN Model
As seen from the machine learning modeling results in the previous section, there was almost no change in the model performance when weather and schedule related variables were removed and only the time lags were used as inputs. Therefore, based on the results of feature importance and cyclical patterns identified in the consumption data, we will only use time lags for LSTM model to predict the future. These time lags are able to capture conditional dependencies between successive time periods in the model. A number of different time lags were used as features to machine learning model, thereby training model several times and selecting the best lag length window. However, experimenting the same with LSTM deep network which has large number of parameters to learn would be computationally very expensive and time consuming.
Finding optimal number of lags and number of hidden layers for LSTM model is a nondeterministic polynomial (NP) hard problem. Meta-heuristic algorithms like GA do not guarantee to find the global optimum solution, however, they do tend to produce suboptimal good solutions that are sometimes near global optimal. Selecting optimal among a large number of potential combinations is thus a search and optimization problem. Previous research has shown that GA algorithms can be effectively used to find a near-optimal set of time lags [47, 48] . GA provides solution to this problem by an evolutionary process inspired by the mechanisms of natural selection and 
Finding optimal number of lags and number of hidden layers for LSTM model is a non-deterministic polynomial (NP) hard problem. Meta-heuristic algorithms like GA do not guarantee to find the global optimum solution, however, they do tend to produce suboptimal good solutions that are sometimes near global optimal. Selecting optimal among a large number of potential combinations is thus a search and optimization problem. Previous research has shown that GA algorithms can be effectively used to find a near-optimal set of time lags [47, 48] . GA provides solution to this problem by an evolutionary process inspired by the mechanisms of natural selection and genetic science. The pseudo-code for the GA algorithm, crossover and mutation operations are shown in Figure 10 . 
GA Customization for Optimal Lag Selection
Choosing an optimal number of time lags and LSTM layers to include is domain specific and it could be different for each input feature and data characteristics. Using many lagged values increases the dimensionality of the problem, which can cause the deep model to overfit as well as difficult to train. GA inspired by the process of natural selection is used here for finding optimal number of time lags and layers for LSTM based deep network. Number of time lags will be tested from 1 to 99 and number of hidden layers from 3 to 10. A binary array randomly initialized using Bernoulli distribution is defined as a genetic representation of our solution. Thus, every chromosome represents an array of time lags. Population size and number of generations is set to 40. Various operators of GA are set as follows:
(i) Selection: roulette wheel selection was used to select parents according to their fitness. Better chromosomes have more chances to be selected (ii) Crossover: crossover operator exchanges variables between two parents. We have used two-point crossover on the input sequence individuals with crossover probability of 0.7. (iii) Mutation: This operation introduce diversity into the solution pool by means of randomly swapping bits. Mutation is a binary flip with a probability of 0.1 (iv) Fitness Function: RMSE on validation set will act as a fitness function.
GA solution would be decoded to get integer time lags size and number of layers, which would then be used to train LSTM model and calculate RMSE on validation set. The solution with highest fitness score is selected as the best solution. We reduced the training and test set size in order to speed up the GA search process on a single machine. The LSTM-RNN performed poorly on smaller number of time lags. Its most effective length found was 34 time lags with six hidden layers as shown in Figure 11 . 
(i) Selection: roulette wheel selection was used to select parents according to their fitness.
Better chromosomes have more chances to be selected (ii) Crossover: crossover operator exchanges variables between two parents. We have used two-point crossover on the input sequence individuals with crossover probability of 0.7. (iii) Mutation: This operation introduce diversity into the solution pool by means of randomly swapping bits. Mutation is a binary flip with a probability of 0.1 (iv) Fitness Function: RMSE on validation set will act as a fitness function.
GA-LSTM Training
To model our current forecasting problem as a regression one, we consider univariate electric load time series with N observations {X t 1 , X t 2 , . . . , X t N }. The task of forecasting is to utilize these N data points to predict the next H data points X t N+1 , X t N+2 , . . . , X t N+H in the future of the existing time series. LSTMs are specifically designed for sequential data that exhibits patterns over many time steps.
Generally the larger the dataset, more hidden layers and neurons can be used for modeling without overfitting. Since our dataset is large enough, we can achieve higher accuracy. If there are too less neuron per layer, our model will under fit during training. In order to achieve good performance for our model we aim to test various model parameters including number of hidden layers, number of neurons in each layer, number of epochs, batch sizes, activation and optimization function.
Neurons in the input layer of LSTM model matches the number of time lags in the input vector, hidden layers are dense fully connected and output layer has a single neuron for prediction with linear activation function. Means squared error is used as the loss function between the input and the corresponding neurons in the output layer.
Experimental Results: GA-LSTM Settings
This section is dedicated to empirically set the parameters of LSTM, to validate the obtained model and to discuss the summary results. After finding optimal lag length and number of layers, various other meta-parameters for the LSTM-RNN model were tested as follows:
1.
The number of neurons in the hidden layers were tested from 20 to 100. 2.
size was varied from 10 to 200 training examples and training epochs from 50 to 300. 3.
Sigmoid, hyperbolic tangent (tanh) and rectified linear unit (ReLU) were tested as the activation functions in hidden layers. 4.
gradient descent (SGD), Root Mean Square Propagation (RMSProp) and adaptive moment estimation (ADAM) were tested as optimizers.
We got significantly better results by having six hidden layers having 100, 60 and 50 neurons. The number of epochs used were 150 with batch size of 125 training examples. For our problem, nonlinear activation function ReLu performed the best and is thus used as activation function for each of the hidden layers. ReLU does not encounter vanishing gradient problem as with tanh and sigmoid activations. Amongst optimizers, ADAM performed the best and showed faster convergence than the conventional SGD. Furthermore, by using this optimizer, we do not need to specify and tune a learning rate as with SGD.
The final selected parameters were the best result available from within the tested solutions. Due to the space limitation, we cannot provide all the test results for different network parameters. Table 4 shows the summary results of comparing LSTM-RNN with the Extra Trees Regressor model. Plot of actual data against the predicted value by the LSTM model for the next two weeks, as medium term prediction. Figure 12 shows a good fit and stable prediction for the medium term horizon. 
Cross Validation of the LSTM Model
Time series split is a validation methods inspired by k-fold cross validation suitable for time series case [49] . The method involves repeating the process of splitting the time series into train and test sets 'k' times. The test size remains fixed while training set size will increase for every fold as in Figure 13 . The sequential order of time series will be maintained. This additional computation will offer a more robust performance estimate of both our models on sliding test data. Indeed, we use 5-fold cross validation to train five Extra Trees and five LSTM-RNN models with fixed test size and increasing training set size in every fold, while maintaining the temporal order of data. Mean performance metrics of the results are plotted in Figure 14 . 
Time series split is a validation methods inspired by k-fold cross validation suitable for time series case [49] . The method involves repeating the process of splitting the time series into train and test sets 'k' times. The test size remains fixed while training set size will increase for every fold as in Figure 13 . The sequential order of time series will be maintained. This additional computation will offer a more robust performance estimate of both our models on sliding test data. 
Time series split is a validation methods inspired by k-fold cross validation suitable for time series case [49] . The method involves repeating the process of splitting the time series into train and test sets 'k' times. The test size remains fixed while training set size will increase for every fold as in Figure 13 . The sequential order of time series will be maintained. This additional computation will offer a more robust performance estimate of both our models on sliding test data. Indeed, we use 5-fold cross validation to train five Extra Trees and five LSTM-RNN models with fixed test size and increasing training set size in every fold, while maintaining the temporal order of data. Mean performance metrics of the results are plotted in Figure 14 . Mean and standard deviation values are collected on RMSE, CV (RMSE) and MAE for LSTM-RNN model as well as for the best Extra Trees Regressor model. These results are shown in Table 4 . Indeed, we use 5-fold cross validation to train five Extra Trees and five LSTM-RNN models with fixed test size and increasing training set size in every fold, while maintaining the temporal order of data. Mean performance metrics of the results are plotted in Figure 14 . 
Time series split is a validation methods inspired by k-fold cross validation suitable for time series case [49] . The method involves repeating the process of splitting the time series into train and test sets 'k' times. The test size remains fixed while training set size will increase for every fold as in Figure 13 . The sequential order of time series will be maintained. This additional computation will offer a more robust performance estimate of both our models on sliding test data. Indeed, we use 5-fold cross validation to train five Extra Trees and five LSTM-RNN models with fixed test size and increasing training set size in every fold, while maintaining the temporal order of data. Mean performance metrics of the results are plotted in Figure 14 . Mean and standard deviation values are collected on RMSE, CV (RMSE) and MAE for LSTM-RNN model as well as for the best Extra Trees Regressor model. These results are shown in Table 4 . Mean and standard deviation values are collected on RMSE, CV (RMSE) and MAE for LSTM-RNN model as well as for the best Extra Trees Regressor model. These results are shown in Table 4 . They confirm our previous results in Table 5 . Furthermore, LSTM showed lower forecast error compared to Extra Trees Model using this validation approach. 
Short and Medium Term Forecasting Results
In order to check the model performance on short (i.e., accuracy) and medium term (i.e., stability) horizons, random sample of 100 data points were selected uniformly from various time ranges from one week to several months as in Table 6 . The means of the performance metrics values is computed of each range. Results show that error values are consistent with low standard deviation. The accuracy measured by CV (RMSE) is 0.61% for the short term and an average of 0.56% for the medium term for the medium term. With very comparable performances for both the short term and the medium term horizons, it is obvious that our LSTM-RNN is accurate and stable. 
Discussion: Threat to Validity
In this section, we respond to some threats to construct validity, internal validity and external validity of our study. The construct validity in our study is concerned with two threats. The first one is related to sufficiency of time series data to well predict the energy load. This question was taken into account from the beginning of the methodology process and other source of data; in particular, weather information was added as the input rather than excluded by different feature selection techniques. The second threat is concerned with the algorithms used in the different steps and components of the methodology that could use some unrealistic assumptions inappropriate for our case study context. To avoid such a threat we have developed all the algorithms ourselves.
The internal validity in our case is concerned with three main threats. The first one is related to how much the data set is suitable to train a LSTM-RNN model that needs a large amount of data to mine historical patterns. The RTE power consumption data set ranges from January 2008 until December 2016. This data set is large enough to allow deep learning that is particularly targeted by LSTM-RNN. The second threat is LSTM-RNN overfitting. It can be observed by the learning curve that describes error rate according to the number of epochs. When overfitting occurs, after a certain point test error starts increasing while training error still decreases. Too much training with complex forecasting model leads to bad generalization. To prevent overfitting for our LSTM-RNN model, we have randomly shuffled the training examples at each epoch. This helps to improve generalization. Furthermore, early stopping is also used whereby training is stopped at the lowest error achieved on the test set. This approach is highly effective in reducing overfitting. The diagnostic plot of our LSTM-RNN model in Figure 15 shows that the train and validation losses decrease as the number of epochs increases. The loss stabilizes around the same point showing a good fit. The third threat is related to the choice of the alternative machine learning for comparison. We may "miss-represent" the spectrum of techniques used for the energy prediction problem. For this concern, we have selected the most successful techniques according to our literature exploration. A stronger strategy to avoid this threat is to carry out a specific study to identify the top techniques for each class of prediction circumstances. This latter is one of the objectives of our future works. increases. The loss stabilizes around the same point showing a good fit. The third threat is related to the choice of the alternative machine learning for comparison. We may "miss-represent" the spectrum of techniques used for the energy prediction problem. For this concern, we have selected the most successful techniques according to our literature exploration. A stronger strategy to avoid this threat is to carry out a specific study to identify the top techniques for each class of prediction circumstances. This latter is one of the objectives of our future works. The external validity in our case is concerned with the generalization of our results. In other terms, the LSTM-RNN may not perform well when it is used in very different circumstances of energy consumption. This threat is mitigated by two choices. The first is the fact that we are using a deep learning approach that is known to recognize good patterns and from a large amount of data and from the far history in the case of times series. Deep learning is a variation of ANN that produce a robust model. The second choice is the use of a large amount of training data (100 k out of more than 150 k examples) with a rigorous validation method that evaluates the robustness of the models against being trained on different training sets. Besides, one of our future works, will be applying our methodology and in particular LSTM-RNN modeling on many data sets from distant energy contexts and training more parameters of LSTM model via GA in a distributed manner. For instance, our approach could be applied for forecasting several decision variables such as the energy flow and the load in the context of urban vehicle networks [50] . Many alternatives of validation methods for our approach can be inspired by the extended discussion on validation in [51] .
Finally and for the sake of reuse and duplication of experiments, the used code is available at: https://github.com/UAE-University/CIT_LSTM_TimeSeries.
Conclusions
Accurate forecasting of electricity consumption represents an essential part of energy management for sustainable systems. In this research, we built and optimized a LSTM-RNN-based univariate model for demand side load prediction, which forecasted accurately over both short-term (few days to 2 weeks) and medium term (few weeks to few months) time horizons. For comparison purposes, we implemented seven forecasting techniques representing a spectrum of commonly used machine learning approaches in the energy prediction domain. The best performing model on the studied consumption data set was used as our benchmark model. We explored wrapper and embedded techniques of feature selection namely recursive feature elimination and extra trees regressor to validate the importance of our model inputs. Hyperparameter tuning was used to further improve the performance of ensemble-based machine learning model. These techniques unexpectedly eliminated the temperature and the quarter of year features and gave the most importance to historical time lags for forecasting energy consumption. This is due to the fact that temporal load parameters encapsulate information that is originally contained within the weather The external validity in our case is concerned with the generalization of our results. In other terms, the LSTM-RNN may not perform well when it is used in very different circumstances of energy consumption. This threat is mitigated by two choices. The first is the fact that we are using a deep learning approach that is known to recognize good patterns and from a large amount of data and from the far history in the case of times series. Deep learning is a variation of ANN that produce a robust model. The second choice is the use of a large amount of training data (100 k out of more than 150 k examples) with a rigorous validation method that evaluates the robustness of the models against being trained on different training sets. Besides, one of our future works, will be applying our methodology and in particular LSTM-RNN modeling on many data sets from distant energy contexts and training more parameters of LSTM model via GA in a distributed manner. For instance, our approach could be applied for forecasting several decision variables such as the energy flow and the load in the context of urban vehicle networks [50] . Many alternatives of validation methods for our approach can be inspired by the extended discussion on validation in [51] .
Accurate forecasting of electricity consumption represents an essential part of energy management for sustainable systems. In this research, we built and optimized a LSTM-RNN-based univariate model for demand side load prediction, which forecasted accurately over both short-term (few days to 2 weeks) and medium term (few weeks to few months) time horizons. For comparison purposes, we implemented seven forecasting techniques representing a spectrum of commonly used machine learning approaches in the energy prediction domain. The best performing model on the studied consumption data set was used as our benchmark model. We explored wrapper and embedded techniques of feature selection namely recursive feature elimination and extra trees regressor to validate the importance of our model inputs. Hyperparameter tuning was used to further improve the performance of ensemble-based machine learning model. These techniques unexpectedly eliminated the temperature and the quarter of year features and gave the most importance to historical time lags for forecasting energy consumption. This is due to the fact that temporal load parameters encapsulate information that is originally contained within the weather and weekday features. For time lagged features, a common problem is that of choosing the appropriate lags length which we solved using GA.
The validation of results using simple train test split, multiple train test splits and on various time horizons showed that the LSTM-RNN based forecasting method has lower forecast errors in the challenging short to medium term electric load forecasting problem compared to the best machine learning. We have modeled the electric load forecasting as a univariate time series problem and thus the approach can be generalized to other time series data. Our future works will include applying our methodology and in particular, LSTM-RNN modeling on many data sets from distant energy contexts. Another objective is to carry out an empirical study to identify the top techniques for each class of prediction circumstances. 
